OXYGEN UNLIMITED

NUVO LITE
Oxygen Concentrator
New Generation, High-efficiency
Cost-effective Reliable Relief Provider

The newest member in Nidek Medical’s family of Oxygen Concentrators, the Nuvo Lite, is by far the most innovative evolution in our pursuit to provide the absolute best for our customers. We’ve revolutionized the Nuvo by making it lighter and more compact, but with more functionality and benefits.

**Superior quality features:**
- **Lite:** Only 13.6 Kg
- **Quiet:** Ultra quiet operation, sound level ≤ 40 dBA
- **Compact:** 360 x 220 x 580 mm
- **Accurate:** Lockable flow control valve, range 0.125 to 5 LPM
- **Economical:** Very low power consumption only 290 W

**Other features:**
- Rugged, reinforced construction with recessed castors
- High-efficiency compressor
- Direct access to air inlet filter, electronic hour meter and alarm battery
- Can be easily adjusted to the prescribed flow rate
- Full purity in less than 3-minutes
- Offers significant reduction in preventive and curative maintenance time
- Easy usage and maintenance
- Operating System – Timed Cycle / Rapid Pressure Swing
- Self-monitoring alarm system (In OMS Model)
NUVO Lite

Nidek Nuvo Lite is a portable oxygen therapy solution that truly gives active patients the freedom they deserve. Nuvo Lite's innovative and unmatched RPSA (Rapid Pressure Swing Absorption) technology helps the machine reach full purity in just 3 minutes. The machine is impervious to dirt and moisture and therefore sieve efficiency is highly enhanced. Nidek's Nuvo Lite provides quiet, continuous and longer oxygen therapy consistent with accepted standards of care.

Light weight, high maneuverability, upright design, quiet operation makes it easy for the patient to operate the Nidek Nuvo Lite. The single-knob controlled Flow-meter allows the user to select the precise volume of oxygen required. Cabinet, Air Filter and Battery can be conveniently accessed through the rear panel. The audio alarm system promptly alerts patient in case of oxygen pressure fluctuation or power failure. An optional Oxygen Monitoring system can check O₂ concentration with audio and visual alarms.

<table>
<thead>
<tr>
<th>Specifications</th>
<th></th>
</tr>
</thead>
<tbody>
<tr>
<td>Weight</td>
<td>13.6 Kgs</td>
</tr>
<tr>
<td>Size</td>
<td>360 x 220 x 580 mm</td>
</tr>
<tr>
<td>Continuous Flow Settings</td>
<td>0.125 to 5 LPM</td>
</tr>
<tr>
<td>Oxygen Concentration</td>
<td>90% (+ 6.5% / -3%) at 5LPM</td>
</tr>
<tr>
<td>Oxygen Output Pressure</td>
<td>7 Psi</td>
</tr>
<tr>
<td>Sound Level</td>
<td>≤ 40 dBA</td>
</tr>
<tr>
<td>Power Specifications</td>
<td>230 VAC, 50 Hz</td>
</tr>
<tr>
<td>Power Consumption</td>
<td>290 Watts</td>
</tr>
<tr>
<td>Filters</td>
<td>Cabinet, Compressor Intake and Bacteria</td>
</tr>
</tbody>
</table>

Lockable Flow Control Valve  
Circuit Breaker Reset  
Metal DISS Fitting

Nidek Medical India Private Limited
Head Office: 238 B, A.J.C. Bose Road, Kolkata 700 020
Tel: (033) 4017 7000, Mob: 93395 66444

Delhi: 322, 3rd floor, Ansal Chamber II, 6, Bhikaji Cama Place, New Delhi 110 066
Tel: (011) 2616 5742, Mob: 93501 83222

Chennai: Plot No. 1966, J Block, 3rd Street, 13th Main Road, Anna Nagar (W), Chennai 600 040
Tel: (044) 4266 3662, Mob: 93808 06777, 93459 70044

Mumbai: C-216, Kailash Ind. Compl., Veer Savarkar Marg, Hiranandani Link Road, Vikhroli (W), Mumbai 400 079
Tel: (022) 4215 5441, Mob: 73039 11666

Hyderabad: House Bearing No. 13/1, Shiva Arun Colony, West Marredpally, Secunderabad 500 026
Tel: (040) 4015 0243, Mob: 93468 32266

Lucknow: 1/44, Vijayant Khand Gomti Nagar, Lucknow 226 010
Mob: 93361 20941

Chandigarh: 2nd Floor, SCO# 355, Sector 32-D, Chandigarh 160 031
Mob: 93562 78899
E-mail: sales@nidekindia.com, Website: www.nidekindia.com